WALBRO

TRIMMER AND
BLOWER MODEL
CARBURETOR

SERVICE MANUAL

WYK series

* Diaphragm - Start
" Diaphragm Ass'y - Metering

Part Name

Body Assembly - Pump
Body Assembly - Start Diaphragm
Body Assemily - Air Purge
CrRing - Jet

Z'Ring - Meadla

C'Ring - Start

2'Ring - Mounting

OrRing - Start

Cower - Primer Pump
Valve Assembly - Throttle
Swived 1t

Walve - Inlet Needle

Plug

Gaskel - Plate

Gasket - Pump

Gaske! - Metering
Diaphragm - Purnp

Screw - Throttle Adjust
Screw - Throtile Collar [2]
Screw - Primer Cower  [4]
Screw - Melering Lever Pin
Screw & Mut Kit

Spring - Metering Lever
Spring - Start Vakle
Spring - Pressure

Spring - Meedle (power)
Meeadle - Power

Retainer

Jat - Kit

Filter - Wick

Washer - Meedla

Screen - Fuel Inlet

Fim - Metering Lever
Plate - Pumg

Lewer - Metering

Bracket - Caksle

Vahwe - Check

Valve - Start

Primer - Bulk
Contents in Repair Kit
Contents in Gasket/Diaphragm Kit
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WALBRO WYK CARBURETOR

. - Air

- Crankcase
Pulse

WYK OPERATING FUNCTIONS

8.

8.

1

Throttle Lever Ass’y: Controls throttle barrel operation from idle to wide open throttle position.
Inner Idle Needle: Controls fuel delivery at idle, part-throttle and wide open throttle positions.
MNozzle: Delivers fuel from metering system to engine at idle, part-throttle and wide open throttle.
Inlet Needle: Regulates amount of fuel delivered to metering chamber.

Metering Lever Spring: Transmits force to metering lever.

Metering Diaph. Ass’y: Low pressure in crankcase allows diaph. to activate metering lever,
Metering Lever: Lifts inlet needle off seat,

Air Purge Ass'y: Purges air from carburetor and replaces with fuel for starting.

Overflow tube: Discharges fuel from purge area to tank,

0. Fuel Inlet Fitting: Fuel enters here from fuel tank.

1. Prime button: Delivers fuel to nozzle at start position.

12. Throttle Barrel: Regulates amount of air allowed to mix with fuel at idle, part-throttle and wide open throttle positions.
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