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CARBURETOR
SERVICE MANUAL

WALBRO

Sorew - |dle Adjust Kit
g Screw - Pump Cover
22 Screw - Pump Cover
23 Screw- Metering Cover

24 Screw - Metering Cover
25 Sorew - Mut Kit
26 Screw - Bracket
27 Screw - Air Cleaner
28 Serew - Air Cleanar
29 Spring - Metering Lever
Ref. a0 Spring - Meedle (power)
Ne. Part Name k3| Spring - Filtar
1 * O'Ring - Meedle 3z Meedie - Power
2 ** O'Ring - Mounting 33 Sleeve - Mounti
3 Cowver - Metering Diaph. 34 Fidter - Mir Clea,:Er
4 Cover - Air Cleaner a5 Filter - Wick
3 Cover - Assembly Pump 36 Washer - Needie (pawer)
G Cap - Intake 47 * Screen - Fuel Indet
; Vahee Assembly - Throttle 38  * Pin - Metering Lever
Swivel Kit a3 Plate - Pump
g Hose - Support 40 Plate - Air Cleaner
10 Stop - Needle 41 Pate - Mounting Plate
11" Walve - Inlet Nesdle ) 42 Plate - Wick
12 Check Valve Assembly 43 * Lever - Metering
13 ™" Gashket - Metering Diaphragm 44 Bracket - Primer Pump
14 ** Gasket - Pump 45 Bracket - Cable
15 " Gashket - Plate 46 Bracket - Kle Screw
16 *° Gaske! - Intake 47 Primer - Pump
17 " Gasket - Overflow
18 " Diaphragm - Pump *Contents in Repair Kil
12 ** Diaphragm Ass'y - etering "*Contents in Gasket'Diaphragm Kit
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STANDARD WZ w/PRIMER & STARTER BOX
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. -Fuel [ 14
- Crankcase L——————_ 12
Pulse __ 1
10
. - Air 9

OPERATING FUNCTIONS

10.

1.

Fuel Inlet: Fuel drawn from gas tank enters hera.
Check Valve Discs: Activate to assist purge system.
Primer Bulb: Purges air from metering system when
compressed, draws fuel into metering system for easy
start when released.

Starter Bution: When depressed forces fuel in starter
box onto starting wick.

Starter Box; Retains fuel from primer until it is forced
to starting wick.

Air Filter: Filters air entaring carburetor.

Filter Spring: Maintains compressed filter in air box,
Air Filter Cover: Encloses air filter.

Outer |dle Limiter: Fine tune adjustment for idle.

Throttle Lever: Attaches to throttle linkage to control
barrel opening.

Inner ldle Needle: Adjusts for correct fuel mix at idle.
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14.

Throttle Barrel: Allows correct ratio of airfuel to mix
from idle to W.O.T.

Starting Wick: Absorbs fuel from starter box, eliminates
need for a choke.

Atmospherc Vent; Allows atmospheric pressure onto
dry side of metering diaphragm.

Metering Spring: When compressed allows lever to lift
neadle off seat.

Mozzle: Passage for fuel to enter throtle bore as
barrel opens.

Metering Dhaphragm: Forced onto metering lever to
lift inlet needle off seat to allow fuel fo flow into metering
chamber.

Metering Lever: Activates from contact of metering
diaphragm to lift inlet needie.

Inlet Meedle: Meoters correct amount of fuel to pass.

High Speed Meedle: Adjusts fuel mixture for high speed.







